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走架纺纱机

система контроля натяжения
точная система контроля над натяжением веретен и нитей пряжи обеспечивает идеальное 
формирование початка.

система контроля
компьютеризованная система управляет всеми действиями машины, включая перемещение 
кареток, скорость каретки питания, настройку скорости подачи пряжи и степень вытяжки, 
скорость возвратного движения, скорость наматывания пряжи и формирование початка.

导纱弓和张力弓精确控制系统保证纱线成形良好 

控制系统

电脑系统控制所有设备功能,包括车架运动,喂入架速度,粗纱喂入速度和牵伸率调节,弓子反转速度,

纱线卷绕速度,以及纱穗成形等等

Tension control system
The accurate tension control system of the spooling and yarn tension fallers guarantees a perfect 
cop formation.

Control system
A computerised system controls all the machine functions, including the carriages movement, 
the feed carriage speed, the adjustment of yarn feed speed and drafting percentages, the reverse 
speed, the spooling speed and the cops formation.
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прядильная машина периодического действия
Mule spinning frame
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走架纺纱机прядильная машина периодического действия

T E C H N I C A L  D E TA I L S

• l1= spindle gauge x spindles number
• Path length – l2
• 3000 mm – 4,5 m
• 4000 mm – 5,5 m
• 5000 mm – 6,5 m
• 6000 mm – 7,5 m
• Spindle gauge range: mm 50-55-60-65-70
• No. of spindles (max) ** upon request

• Path length: 3000 to 6000 mm
• Spindle speed: 0-12000 rpm
• Spindle bar length: mm 320
• Drafting percentage: up to 55% depending on 

fiber processed
• Drive: brushless motors
• Power: 98 kw
• Positioning of controls: on machine headstock

• l1 (длина)= расстояние между веретенами x 
кол-во веретен длина пути

• l2 (ширина)
• 3000 mm – 4,5 m
• 4000 mm – 5,5 m
• 5000 mm – 6,5 m
• 6000 mm – 7,5 m
• расстояние между веретенами: 50-55-60-65-

70 мм
• кол-во веретен (макс.) **по заявке

• зона вытяжки: от 3000 до 6000 мм
• скорость вращения веретен: 0-12000 об/мин
• высота стержня веретена: 320 мм
• степень вытяжки до 55% в зависимости от 

обрабатываемых волокон
• привод: бесщеточные электродвигатели
• мощность: 98 квт
• размещение органов управления: на 

передней стойке машины

• 设备长度 l1= 锭距 x 锭子数量 喂入架出
车距离

• 设备宽度l2
• 3000 毫米 – 4.5 米
• 4000 毫米 – 5.5 米
• 5000 毫米 – 6.5 米
• 6000 毫米 – 7.5 米
• 锭距范围: 50-55-60-65-70毫米

• 锭数: 根据客户要求
• 出车距离: 3000 – 6000毫米
• 锭速: 0-12000转/分
• 锭高: 320毫米
• 牵伸率:最高55% (根据在制纱线情况)
• 驱动: 无刷电机
• 装机功率: 98千瓦
• 控制系统位置: 在机头电控柜上
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